SPECIFICATIONS FOR
                                          ONE 22 TON TILT TRAILER
                                                   FOR USE AT THE 

BURKE COUNTY ROAD DEPARTMENT
TRAILER SHALL BE A LOAD RATING OF ATLEAST 22 TONS.

THE TRAILER JACK SHALL BE 25,000LB DROP LEG, 2-SPEED.
THE TRAILER SHALL HAVE (2) 22.5 k AIR WITH ABS AND SPRING LOCK ON AXLES.

THERE SHALL BE AT LEAST 5 HEAVY DUTY D-RINGS PER SIDE.

THE TRAILER SHALL HAVE AT LEAST (8) 235/75R 16 TIRES.

TRAILER NEEDS TO HAVE TILT FLOOR OF 24’ AND STATIONARY FLOOR OF 4’ AND OVERALL WIDTH OF 102”.
TRAILER SHOULD HAVE A 4 BOLT, 3” ADJUSTABLE PINTLE RING HITCH 100K, AND A TONGUE LENGTH OF 6’.
ALL LIGHTING SHALL BE DOT APPROVED, SEALED SYSTEM AND RUBBER MOUNTED FIXTURES, ALONG WITH SEALED WIRING.

TRAILER SHOULD HAVE A DOUBLE ACTING CUSHIONING CYLINDER ON TILT BED AND 2" TREATED OAK FLOORING.
TRAILER TO BE PRIMED AND PAINTED MACHINERY YELLOW.
TRAILER SHALL BE NEW PRODUCTION YEAR AND MODEL.

TRAILER SHALL BE DELIVERED TO BURKE COUNTY ROAD DEPARTMENT AND STATE DATE OF DELIVERY.
