SPECIFICATIONS FOR 
ONE WHEELED LOADER
FOR USE AT ROAD DEPARTMENT

UNIT WILL BE ATLEAST 150 HP. AND OPERATING WEIGHT OF 28,000LBS.
UNIT WILL HAVE A 2.5 YARD BUCKET, PARALLEL LIFT LINKAGE, A QUICK COUPLER AND A DUAL TOP GRAPPLE CLAMP.
DPF SERVICE LIFE SHALL EXTEND TO THE LIFE OF THE ENGINE, AND REGENERATION SHALL BE PASSIVE AND NOT REQUIRE ANY INPUT FROM OPERATOR OR DISRUPT WORK, AND DEF TANK SHALL BE LOCATED AWAY FROM DIESEL FUEL TANK.
UNIT WILL HAVE FRONT LOCKING DIFFERENTIAL.
UNIT TO HAVE ENCLOSED CAB WITH ROLLOVER PROTECTION, HEAT AND AIR CONDITIONING AND A 2.5 POUND FIRE EXTINGUISHER.
UNIT WILL HAVE ALL THE SAFETY LIGHTING, TO INCLUDE A CAB MOUNT BEACON.
UNIT TO HAVE FULL INSTRUMENTATION OF GAUGES.
UNIT WILL HAVE CAB MOUNTED REARVIEW MIRRORS, WINDSHEILD WIPER.
UNIT TO BE NEW IN PRODUCTION YEAR AND MODEL.
UNIT WILL COME WITH MAINTENANCE, PARTS AND OPERATOR’S MANUEL IN PAPER OR CD FORM.
STATE WARRANTY AND UNIT TO BE DELIVERED TO BURKE COUNTY ROAD DEPARTMENT.
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