Specifications for 1 (one)
Single axle dump truck

Under 26,000 GVWR

For use at the Burke county road department

For drivers without CDL license requirements.

1. Cab- Custom cab with tilt hood, full width bumper with tow hooks, manual gauges to monitor all vital engine functions, tachometer, west coast and 7” spot mirrors on both sides of truck, deluxe suspension seats for driver and passenger, air conditioning, and AM-FM radio, and cab to be white in color.
2. Axles- Front 10,000 LB. axle rating with power steering.  Rear 21,000 LB. axle rating geared for 63mph at full engine rated rpm’s.

3. Brakes- Power hydraulic disc on front and rear.
4. Engine- Cummins 6 cylinder turbocharged diesel rated for 230hp.  Engine must meet California air resource board emissions standards.

5. Transmission- Synchronized 6 or 7 speed manual.

6. Tires- 10 hole disc with stud piloted wheels.  11R22.5 G159 on front, and G167A Good year tires on rear.

7. Dump Body- 7 to 8 cubic yard body with radius corners.  10’ long, ¼” floor, 3/16” sides, telescoping dump cylinder, direct mount pump, ½ cab protector and an electric asphalt tarp.  Body to be painted red in color.

8. Unit should have parts and maintenance manuals in paper form.
9. Unit to be of new and current production model.

10. Unit to be delivered to Burke County Road Department.

11. State warranty and date of delivery. 

