Specifications for ONE (1) 
Tandem dump truck
For use at Burke County Road Department

Custom cab with tilt hood.  Deluxe high back air ride driver seat, passenger seat, air conditioning, heater, defroster, air horn, 16”x7” west coast and 7” spot mirrors on both sides of cab and AM-FM radio.
[bookmark: _GoBack]At least an 8 liter Cummins diesel engine rated for at least 280 Hp.  1050 lbs. of torque.  Engine must meet California air resource board emissions standards.  Air filter restriction gauge.
Rto-11908LL Eaton transmission with self-adjusting clutch.
44,000 lb. rear axles with walking beam suspension geared for 62-65 MPH.  Maximum speed at full engine rated RPMs.
16,000 lb. front axle with heavy duty shocks, hydraulic power steering.
“S” cam air brakes on front and rear with automatic slack adjusters, spring type parking brake on both rear axles.  Power divider lock controlled from inside cab or automatic traction control.
Wheels to be 11R22.5 disc type on front with G661 Goodyear tires and rear axles with G622 Goodyear tires.
Vertical exhaust with turn out to extend out even with dump body.
Heavy duty front bumper with 2 tow hooks.
Minimum 80 gallon fuel tank
15-16 cubic yard dump body with radius floor corners, ¼” H.T. steel on floor, 3/16” sides, 8” reinforced channel iron rails, 3” channel iron cross members on 12” centers with gussets on every third cross member.  24” cab protector, asphalt tarp and apron, electric operated tarp.  Overhang from hinge pin to back of body to be 11-12”.  Heavy duty tail gate.
Telescoping dump cylinder with all air controlled PTO, dump and tail gate.  No cables on any of the controls.  Hydraulic pump to be direct mount to PTO.
Truck cab exterior to be painted white and dump body painted red.
Unit to be of new and current production model and state warranty
Unit should have parts, maintenance and operators manuals in paper or CD form
Unit to be delivered to Burke County Road Department, state date of delivery 

